
12. A total of five 3/8” pins are used in the axle,
each must be secured with a spring clip.

13.  Remove the 5/8” pins and hitch assembly
from the front of the first  rail  and fit  dual hitch
adapters  to  both  rails  using  two  5/8”  pins  on
each rail.

14.  Fit  the  dual  rail  coupling  to  both  hitch
adapters  using  5/8”  bolts  and  locking  nuts
(provided),  some  adjustment  is  provided  for
ATVs,  for  two  motorcycles  use  the  narrowest
setting. These bolts do not need to be removed
to store the trailer in future.

15.  Fit  the  hitch  assembly  to  the  dual  rail
coupling using 2 5/8” pins and spring clips. The
forward pin may be removed temporarily to tilt
the trailer for loading (see 7).

If required in your region a safety chain can be
secured  to  the  pin  provided  under  the  hitch
coupling.

REPORTING SAFETY DEFECTS

If you believe that your vehicle has a defect which could cause a crash or could cause injury
or  death,  you  should  immediately  inform  the  National  Highway  Safety  Administration
(NHTSA) in addition to notifying MCAD US Product Development, LLC.

If NHTSA receives similar complaints, it may open an investigation, and if it finds that a safety
defect exists in a group of vehicles, it may order a recall and remedy campaign. However,
NHTSA cannot become involved in any individual  problems between you and MCAD US
Product Development, LLC.

To contact NHTSA, you may either call the Auto Body Hotline toll-free at 1-800-424-9393
(366-0123) in Washington D.C. area or write to:

NHTSAU.S. Department of Transportation
400 7th Street SW (NSA-11)
Washington D.C. 20590

You can also obtain other information about motor vehicle safety from the Hotline

Bikelug Trailers are designed, manufactured and distributed in the USA by:
MCADUS Product Development LLC, 502 Industrial Road, Bristow, OK, 74010
Tel: (918) 367 0197, Fax: (918) 367 5440, Email: sales@mcadus.com

© MCADUS 2009

�������
collapsible motorcycle trailers

operators manual

for SINGLE, PLUS and TWIN trailers (2007 onwards)



Dear Bikelug Customer,

We would  like  to  thank  you  for  purchasing  a
Bikelug Trailer. Bikelug Trailers are designed to
help overcome storage difficulties that can make
owning a regular  fixed trailer impractical.  Your
Bikelug Trailer can be dismantled and stored in
the smallest of spaces.

Please  read  the  instructions  carefully  before
using your trailer and follow them to ensure you
operate the unit safely. Retain these instructions
and  ensure  anyone  who  intends  to  use  the
trailer  reads  and  understands  them  before
operating  the  unit.  Bikelug  Trailers  cannot
accept responsibility for damage or injury of any
kind  which  results  from  the  misuse  of  the
product or the failure to follow our instructions.

Before use your  trailers  wheels must  be fitted
and  the  wheel  bolts  (or  nuts)  tightened  to  a
torque of  50-75  lb-ft,  they  should  be  checked
and re-torqued after 25 miles. It is not necessary
to remove the wheels when storing the trailer.

The Bikelug Collapsible Trailer is not specifically
designed  to  allow  operation  by  a  single
individual.  When  loading  a  heavy  motorcycle
ensure  you  have  sufficient  assistance  and/or
use the optional automatic front wheel chock.

Never  exceed  the  maximum  payload  weight
specified on the unit.  Your  Bikelug Trailer   is
designed  for  use  on well  maintained paved
roads,  driving   over   badly   broken   road
surfaces  increases  the dynamic load on the
trailer particularly at high speed and in extreme
cases can cause damage. Avoid badly broken or
rough roads if possible and reduce your speed.

Ratchet straps should be used with care, they
must never be over-tightened. It is normal (and
desirable)  to  have  some  elasticity  remaining
after tightening the straps to allow the straps to
absorb  shocks  caused  by  the  motion  of  the
motorcycle.  Over-tightening  ratchet straps  can
lead  to  strap  failure which may  be  a danger
to you and other road users.

Limited warranty.
Your Bikelug Trailer is guaranteed for a period of
12 months from the date of delivery, should a
defect become evident that is the result of faulty
materials  or  workmanship  please  contact
Bikelug  Trailers  for  details  of  how  to  make  a
warranty  claim.  Parts  subject  to  normal  wear
and tear including (but not limited to) tires and
wheel bearings are not covered  for wear by our
guarantee.  Corrosion  resulting  from  road
conditions, salt   or  damage is  not  covered by
our guarantee. 

Assembly instructions

Single rail configuration.

1. Place the folded main rail on the ground and
unfold  it  by  lifting  the  inner  section  from  the
outer section. Then unfold the hitch assembly
from the front of the main rail.

2.  Slide  the  tie-down  bar  through  the
rectangular  hole  in  the  hitch  assembly  and
secure it in place with a 1/4” pin & spring clip.
Use two long 5/8” pin and spring clips to secure
the hitch assembly as shown.

3. Slide the axle tube through the main rail, the
hole in the center of the axle must be aligned
with the hole in the center of the rail, fit a 3/8”
pin  through  the  assembly  and  secure  on  the
underside with a spring clip.

4. Slide each wheel assembly into the ends of
the axle, ensure the wheel spindle trails towards
the  rear  of  the  trailer  with  the  tie-down  loop
facing forwards.

5. Secure the wheel assemblies in place with
two 3/8” pins and spring clips.

6. After loading the light can be inserted into the
brackets at the rear of the main rail, each light
unit is retained using a 1/4” pin and spring clip.

7.  Once  attached  to  your  vehicle  the  Bikelug
Trailer can be tilted for loading by removing the
forward hitch pin,  tilting the trailer  and refitting
the pin. (do not remove the main hitch pin - red)

8. Before hauling ensure all pins are fitted and
secured with spring clips. The hitch is horizontal
and secured with both large pins & spring clips.
The  motorcycle  is  securely  strapped  to  the
trailer. Lights are fitted and operational and the
lighting cable  is  routed  safely  and away  from
moving parts of the vehicle.

If required in your region a safety chain can be
secured  to  the  pin  provided  under  the  hitch
coupling.

If  you  have  any  questions  regarding  the
operation of your trailer contact Bikelug.

Dual rail configuration

9.  Your  2  rail  Bikelug  trailer  should  be
assembled as a single rail unit for hauling one
motorcycle. The 2 rail configuration is intended
for hauling 2 motorcycles or one 4-wheel ATV.

10. When assembling the trailer for 2 rails the
axle must be fitted off-center in the first rail, use
the hole a few inches to the side of the center
hole. Place the second rail beside the first rail 3
feet away on the side with the long axle length.

11. Slide the axle extension through the second
rail and into the axle, a 3/8” pin must be fitted
through the axle to secure the extension. Some
adjustment  is  provided for  use with  ATVs,  for
two  motorcycles  use  the  narrowest  setting,
secure  the  second  rail  to  the  axle  extension
using a 3/8” pin and spring clip.


